


NOTE: This equipment has been tested and found to comply with the limits for a Class B digital
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates, uses
and can radiate radio frequency energy and, if not installed and used in accordance with the
instructions, may cause harmful interference to radio communications. However, there is no
guarantee that interference will not occur in a particular installation. If this equipment does cause
harmfulinterference to radio or television reception, which can be determined by turning the
equipment offand on, the user is encouraged to try to correct the interference by one or more of the
following measures:

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment and receiver.

- Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

- Consult the dealer or an experienced radio/TV technician for help Changes or modifications not
expressly approved by the party responsible for compliance could void the user's authority to
operate the equipment.

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1) this device may not cause harmful interference, and (2) this device must accept any interference
received, including interference that may cause undesired operation.

Fanvil Technology Co., Ltd

Website: www.fanvil.com

EMail: sales@fanvil.com support@fanvil.com

Tel: +86-755-2640-2199  Fax: +86-755-2640-2618

Add: 10/F Block A, Dualshine Global Science Innovation Center,
Honglang North 2nd Road, Bao'an District, Shenzhen, China

Step 3: Connect wiring

A. Connect the CAT5e cable, Power cable, Maglock
cables into the slot, tighten the waterproof cover with
the KM2*6 screws.

B. If the cable outlet is too small, use diagonal pliers to
cut off the cable outlet.

C. Place the unit from bottom to top, position the unit

on the mounting bracket, use the screw to tight the

unit on the bottom of bracket.
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O Searching Door Phone

@ IP Door Phone Setting

Here are two methods as shown below to search the
device.

Method 1:

Open the IP scanning tool (Device Manager), click on
the scan button to obtain the IP address of door
phone devices within the local network.
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Method 2:

To switch the system to network mode and have it
announce the IP address by voice, follow these steps:
A. Press and hold the DSS key for 3 seconds (after 30
seconds of powering on):

« Wait for 30 seconds after powering on the device.
Press and hold the DSS key for 3 seconds.

« Ensure you maintain a consistent press for the full
duration.

« After the speaker emits a prompt tone, quickly
press the DSS key once. The prompt tone will stop,
and the device will automatically announce its IP
address by voice.

B. Procedure to switch to IP address acquisition
mode:

« Press and hold the DSS key for 3 seconds until the
speaker emits a rapid beep.

* Quickly press the DSS key three times within 5
seconds.

- After successfully switching to network mode, the
system will automatically announce the IP address
by voice.

Step 1: Log in the door phone

Input IP address (e.g. http://192.168.1.128) into
address bar of PC's web browser. The default user
name and password are both admin.

Password:
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Language:

Step 2: Add the SIP account

Set SIP server address, port, user name, password and
SIP user with assigned SIP account parameters.
Select “Activate” , and then click Apply to save this
setting.
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Step 3: Door Phone Setting

On the web page "“EGS Setting” , you can configure
parameters for access control, manage personnel,
and manage cards.
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