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Video Intercom Module Door Station Series 

 
 
 

 
 

The Hikvision DS-KD8003-IME1 Video Intercom 

Module Door Station Series offers high- 

performance CMOS for 2 MP high definition video 

and includes two-way voice communication. An 

access control function is also provided. 
 

 
 

• 2 MP HD Video Intercom Function 

• Access Control Function 

• Noise Suppression and Echo Cancellation 

• H.264 Video Compression 

• Low Illumination 

• Tampering Alarm 

• Fisheye Camera with IR Supplement Light 

• Supports Sub-Modules Access (Maximum 8) 

• Nametag Customization 

• Easy To Extend 

Noise suppression and echo cancellation assures 

clear sound. The integrated fisheye camera with IR 

supplemental light provides clear, wide views for 

visual recognition even in low illumination. 

 
Available Models: 

DS-KD8003-IME1: Bare module, requires separate 

frame 

DS-KD8003-IMEI1/Flush: Flush mount 

DS-KD8003-IMEI1/Surface: Surface mount 
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Specifications  
 

 DS-KD8003-IME1 DS-KD8003-IME1/Flush DS-KD8003-IME1/Surface 
 

System Parameters  
Processor Embedded MCU processor 

Operation System Embedded Linux 
Operation Method Physical button 
Video Parameters  

Video Compression Standard H.264 

Resolution Main stream: 1920 × 1080 
Sub stream: 720 × 480 

BLC Supported 
DNR Supported 
WDR Supported 

Anti-Flicker 50 Hz, 60 Hz 

Field of View Horizontal: 180° 
Vertical: 96° 

Audio Parameters  
Audio Input Built-in omnidirectional microphone 

Audio Output Built-in omnidirectional (more than 85 dB within 20 cm) 
Audio Compression Standard G.711 U 

Audio Compression Rate 64 Kbps 
Audio Quality Noise suppression and echo cancellation 

Light Supplement  
Light Supplement Mode IR supplement 

Network Parameters  
Ethernet 10/100 Mbps self-adaptive Ethernet 

Network Protocol TCP/IP, RTSP 
Alarm Parameters  
Tampering Alarm 1 

Interfaces  
Module-Connecting 1 

I/O Input 4 
Debug 1 
Relay 2 (30 V, 1 A) 

General  
Physical Button 1 
Card Capacity 10,000 
Power Supply 12 VDC/PoE (IEEE 802.3af) 

Power Consumption ≤10 W 
Working Temperature -40° to 140° F (-40 to 60° C) 

Working Humidity 10% to 95% non-condensing 
IP Protection Level IP65 (when mounted in enclosure) 

Installation Requires separate enclosure Flush mounting Surface mounting 

Dimensions (W × H × D) 3.86" x 3.93" x 1.73"  
(98 mm x 99.8 mm x 43.9 mm) 

4.88" × 5.28" × 2.28"  
(124 mm × 134 mm × 57.88 mm) 

4.21" × 4.61" × 1.81"  
(107 mm × 117 mm × 46 mm) 

 
 
 
 
 
 
 
 
 
 

 

 



© 2019−2020 Hikvision USA Inc. • All Rights Reserved • Specifications subject to change without notice. 
Hikvision USA Inc., 18639 Railroad Street, City of Industry, CA 91748, USA • Hikvision Canada, 4848 rue Levy, St-Laurent, Quebec, Canada, H4R 2P1 
Tel: +1-909-895-0400 • Toll Free in USA: +1-866-200-6690 • E-Mail: sales.usa@hikvision.com • www.hikvision.com Rev. 021820NA   
 

Physical Interface  
 

 
No. Description No. Description 
1 Microphone 6 Nametag 
2 Low Illumination IR Supplement Light 7 Tamper 
3 Built-in Camera 8 Network Interface 
4 Loudspeaker 9 Module-Connecting Interface (output) 
5 Call Button 10 Terminals 

 
 
 
 
 
 



