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HV1140D-8MPIRA 
8 MP Varifocal 11 mm to 40 mm Lens 
 

Specifications  
 

 
 
 
 
 
 
• Varifocal Lens 

• 11 mm to 40 mm Zoom  

• Auto Iris  

 

 Order model: 
  HV1140D-8MPIRA 

Dimensions  

 

 
 
 
 
 
 
 

 HV1140D-8MPIRA 

Focal Length 11 mm to 40 mm 
Aperture ƒ/1.4 to C 

Maximum Image 
Format 

Ø9 mm (Ø1/1.8") 

Controls 
Iris DC auto iris 
Focus Manual 
Zoom Manual 

Field of View 
D 

1/1.8" 
45.2° to 13.8° 

1/2" 
41.7° to 12.8° 

H 36.7° to 11.5° 35.8° to 11.2° 
V 23.9° to 7.6° 19.6° to 6.3° 

Mount CS-mount 
Flange Back Length 12.5 mm 

Minimum Object 
Distance (M.O.D) 

0.1 m (0.328 feet) 

Operating Temperature -4° to 140° F (-20° to 60° C) 
Dimensions Ø1.89" x 3.66" (Φ48 mm x 92.9 mm) 

Weight 6.24 ozs (177 g) 


